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Coast Guard, DHS § 181.320 

(d) The regulations in this part have 
preemptive effect over State or local 
regulations in the same field. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996, as 
amended by USCG–2006–24797, 33891, June 7, 
2011] 

§ 181.120 Equipment installed but not 
required. 

Fire extinguishing and detecting 
equipment installed on a vessel in ex-
cess of the requirements of §§ 181.400 
and 181.500 must be designed, con-
structed, installed and maintained in 
accordance with a recognized industry 
standard acceptable to the Com-
mandant. 

Subpart B [Reserved] 

Subpart C—Fire Main System 

§ 181.300 Fire pumps. 
(a) A self priming, power driven fire 

pump must be installed on each vessel: 
(i) Of not more than 19.8 meters (65 

feet) in length which is a ferry vessel; 
(ii) Of not more than 19.8 meters (65 

feet) in length that carries more than 
49 passengers; or 

(iii) Of more than 19.8 meters (65 feet) 
in length. 

(b) On a vessel of not more than 19.8 
meters (65 feet) in length carrying 
more than 49 passengers, and on a ves-
sel of more than 19.8 meters (65 feet) in 
length, the minimum capacity of the 
fire pump must be 189 liters (50 gallons) 
per minute at a pressure of not less 
than 414 kPa (60 psi) at the pump out-
let. The pump outlet must be fitted 
with a pressure gauge. 

(c) On a ferry vessel of not more than 
19.8 meters (65 feet) in length carrying 
not more than 49 passengers, the min-
imum capacity of the fire pump must 
be 38 liters (10 gallons) per minute. The 
fire pump must be capable of pro-
jecting a hose stream from the highest 
hydrant, through the hose and nozzle 
required by § 181.320 of this part, a dis-
tance of 7.6 meters (25 feet). 

(d) A fire pump may be driven by a 
propulsion engine. A fire pump must be 
permanently connected to the fire 
main and may be connected to the 
bilge system to meet the requirements 
of § 182.520 of this chapter. 

(e) A fire pump must be capable of 
both remote operation from the oper-
ating station and local operations at 
the pump. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996, as 
amended at 62 FR 51358, Sept. 30, 1997] 

§ 181.310 Fire main and hydrants. 
(a) A vessel that has a power driven 

fire pump must have a sufficient num-
ber of fire hydrants to reach any part 
of the vessel using a single length of 
fire hose. 

(b) Piping, valves, and fittings in a 
fire main system must comply with 
subpart G, part 182, of this chapter. 

(c) Each fire hydrant must have a 
valve installed to allow the fire hose to 
be removed while the fire main is under 
pressure. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996, as 
amended at 62 FR 51358, Sept. 30, 1997] 

§ 181.320 Fire hoses and nozzles. 
(a) A fire hose with a nozzle must be 

attached to each fire hydrant at all 
times. For fire hydrants located on 
open decks or cargo decks, where no 
protection is provided, hoses may be 
temporarily removed during heavy 
weather or cargo handling operations, 
respectively. Hoses so removed must be 
stored in nearby accessible locations. 

(b) On a vessel of not more than 19.8 
meters (65 feet) in length carrying 
more than 49 passengers, and on a ves-
sel of more than 19.8 meters (65 feet) in 
length, each hose must: 

(1) Be lined commercial fire hose that 
conforms to UL 19 (incorporated by ref-
erence, see 46 CFR 175.600) or hose that 
is listed and labeled by an independent 
laboratory recognized by the Com-
mandant as being equivalent in per-
formance; 

(2) Be 15.25 meters (50 feet) in length 
and 40 millimeters (1.5 inches) in di-
ameter; and 

(3) Have fittings of brass or other 
suitable corrosion-resistant material 
that comply with NFPA 1963 (incor-
porated by reference, see 46 CFR 
175.600) or other standard specified by 
the Commandant. 

(c) Each fire hose on a vessel of not 
more than 19.8 meters (65 feet) in 
length carrying not more than 49 pas-
sengers must: 
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